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other material that you demonstrate 
has better properties for emission sam-
pling. For some sample pumps, you 
must control temperatures, as follows: 

(i) If you use a NOX sample pump up-
stream of either an NO2-to-NO con-
verter that meets § 1065.378 or a chiller 
that meets § 1065.376, it must be heated 
to prevent aqueous condensation. 

(ii) For testing compression-ignition 
engines, 2-stroke spark-ignition en-
gines, or 4-stroke spark-ignition en-
gines below 19 kW, if you use a THC 
sample pump upstream of a THC ana-
lyzer or storage medium, its inner sur-
faces must be heated to a tolerance of 
(191 ±11) °C. 

(4) Ammonia Scrubber. You may use 
ammonia scrubbers for any or all gas-
eous sampling systems to prevent in-
terference with NH3, poisoning of the 
NO2-to-NO converter, and deposits in 
the sampling system or analyzers. Fol-
low the ammonia scrubber manufactur-
er’s recommendations or use good engi-
neering judgment in applying ammonia 
scrubbers. 

(f) Optional sample-conditioning compo-
nents for PM sampling. You may use the 
following sample-conditioning compo-
nents to prepare PM samples for anal-
ysis, as long as you do not install or 
use them in a way that adversely af-
fects your ability to show that your en-
gines comply with the applicable PM 
emission standards. You may condition 
PM samples to minimize positive and 
negative biases to PM results, as fol-
lows: 

(1) PM preclassifier. You may use a 
PM preclassifier to remove large-di-
ameter particles. The PM preclassifier 
may be either an inertial impactor or a 
cyclonic separator. It must be con-
structed of 300 series stainless steel. 
The preclassifier must be rated to re-
move at least 50% of PM at an aero-
dynamic diameter of 10 μm and no 
more than 1% of PM at an aerodynamic 
diameter of 1 μm over the range of flow 
rates for which you use it. Follow the 
preclassifier manufacturer’s instruc-
tions for any periodic servicing that 
may be necessary to prevent a buildup 
of PM. Install the preclassifier in the 
dilution system downstream of the last 
dilution stage. Configure the 
preclassifier outlet with a means of by-
passing any PM sample media so the 

preclassifier flow may be stabilized be-
fore starting a test. Locate PM sample 
media within 75 cm downstream of the 
preclassifier’s exit. You may not use 
this preclassifier if you use a PM probe 
that already has a preclassifier. For ex-
ample, if you use a hat-shaped 
preclassifier that is located imme-
diately upstream of the probe in such a 
way that it forces the sample flow to 
change direction before entering the 
probe, you may not use any other 
preclassifier in your PM sampling sys-
tem. 

(2) Other components. You may re-
quest to use other PM conditioning 
components upstream of a PM 
preclassifier, such as components that 
condition humidity or remove gaseous- 
phase hydrocarbons from the diluted 
exhaust stream. You may use such 
components only if we approve them 
under § 1065.10. 

[75 FR 23030, Apr. 30, 2010] 

§ 1065.150 Continuous sampling. 
You may use continuous sampling 

techniques for measurements that in-
volve raw or dilute sampling. Make 
sure continuous sampling systems 
meet the specifications in § 1065.145. 
Make sure continuous analyzers meet 
the specifications in subparts C and D 
of this part. 

§ 1065.170 Batch sampling for gaseous 
and PM constituents. 

Batch sampling involves collecting 
and storing emissions for later anal-
ysis. Examples of batch sampling in-
clude collecting and storing gaseous 
emissions in a bag or collecting and 
storing PM on a filter. You may use 
batch sampling to store emissions that 
have been diluted at least once in some 
way, such as with CVS, PFD, or BMD. 
You may use batch-sampling to store 
undiluted emissions. 

(a) Sampling methods. If you extract 
from a constant-volume flow rate, sam-
ple at a constant-volume flow rate as 
follows: 

(1) Validate proportional sampling 
after an emission test as described in 
§ 1065.545. Use good engineering judg-
ment to select storage media that will 
not significantly change measured 
emission levels (either up or down). For 
example, do not use sample bags for 
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